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ACCOUSTICS
PET felt wood panels reduces 
reverbration and poor acoustics 
in room. 

Absorption class: A
Weighted absorption 
coefficient: 0.9**
 

WOOD
Aspen solid wood slats are made with finger joint solution, which improves 
slats physical stability meanwhile securing use of wood material environmentaly 
responsible.

INSTALLATON
Panels are designed for mounting on wall and ceiling. Mounting directly on 
surface using appropriate adhesive or screws as shown in drawing. Mounting 
on lathing frame prepared on the surface using screws as shown in drawing.

TRANSPORTATION PACKAGING
Panels in package 20 pieces

Package dimensions 650 x 2420 x 1000 mm / 650 x 2820 x 1000 mm

Package weight 340 kg / 370 kg

Packaging materials Foam film, stretch film, cardboard, wood pallet.

* Thermo aspen: threated in special kilns at 190 °C temperature, while at the same time
protecting it with steam. Only steam and heat are used with no chemicals added, “green”
100% natural process. Resulting in durable, dimensional stable and increased protection 
against rot and decay material in gold brown tint highlighted wood texture. 

** Weighted absorption coefficient 0.9: is a single number rating in range 0 -1, which 
represents the average of sound Absorption Coefficients of a material at specific mid-range 
frequencies 125 - 4000 Hz octaves. Where 0 - absorbs no sound, 1 absorbs all sound. 
Felt acoustic panels installed on 50mm lathing frame with 50mm mineral wool, reaches 
0.9 αw - absorbtion class A.

 

SPECIFICATION
Dimensions

Weight per panel

Weight/m²

m² per panel

Slats dimensions

Spacing between slats

Slats material

Colours

Rear surface felt material

Size tolerance        

2396 x 600 x 30 mm / 2796 x 600 x 30 mm

12 kg / 14 kg

8.33 kg/m²

1.44 m² / 1.68 m²

33 (face) mm x 21 mm (height)

17 mm

Natural or thermo aspen* solid wood

Thermo transparent

White transparent

Anthracite

PET Felt recycled

+ / - 0.5 mm 
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SIZES AND ACCESSORIES
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End molding 
33 x 30 x 2396 / 2796 mm

Corner molding 19,5 x 19,5 x 2396 / 2796 mm

9 
m

m

19,5 mmFelt strip 
9 x 38 x 2396 / 2796 mm
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MOUNTING
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Saw line

Screw positions are at the intersections of the axles
Mounting directly on the surface with dark painted 
screws

To get smooth cut, place the cutting plate
under the panel 

Cutting plate for sawing can be used 
multiple times 

Use only a saw blade with teeth for
precise sawing 




